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FlyAudio TPMS Installation Examples 

      

 Model: VW.Turan 

 

1̈ Requirements 

TPMS tire pressure detection requires that host software supports TPMS, and some 

TPMS wireless tire pressure detection module and receiving devices which are 

compatible with the communication protocol of FLYAUDIOôs. 

 

2̈ 833 Expansion Box 

FlyAudio 833 expansion box is TPMS wireless receiver and Bluetooth  communication 

devices to expand the functions of integration, mainly to exchange information 

between TPMS ,Bluetooth module and the host ,as FlyAudio CD-navigation optional 

expansion modules products 

833 expansion box, can upgrade FlyAudio host to TPMS and Bluetooth function with 

no changes of hardware structure. 

 

3̈TPMS Tire Pressure Detection Module 

 

      External TPMS wireless tire pressure detection module, can test tire pressure and 

temperature of the tires , easy to install in tire-valve without demolition tires. 

Meanwhile, it has anti-demolition devices to prevent the module from theft. 

 

4̈ Installation steps 

       

Description: This handbook is for installation of TPMS tire pressure detection module 

only, other features installation, please refer to additional files and tutorials. 

 

4.1    Software Version Confirmation 

Please upgrade host software first If it does not work for TPMS, 

 

4.2    Check tire pressure detection modules and accessories 

Please make sure TPMS modules and accessories has been maintained before 

installingȂ 

 

TPMS module package, including four detection modules (with battery), respectively, 

"FL(Front Left), FR (Front Right), RL (Rear Left ), RR (Rear Right) 4 Anti-demolition Nuts, 

one special Allen key. 



 

Add:Rm.301 3/F Metro Plaza No.58 Jianzhong Rd. Tianhe Software Park, guangzhou P.R.CHINA    Web: www.flyaudio.cn 

 

 

 

 

 

4.3  Prepare 833 Expansion Box 

833 expansion box is optional accessories, excluding in sales of FlyAudio package, 

required additional purchaseȂ 
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4.4  Connect 883 Expansion Boxes to the host 

    

883 expansion boxes connect with host by its connection cables plugs into CDC 

interface.  

 Original CDC is connected to the interface of 883 expansion boxes instead. 

 

4.5  Bluetooth microphone and CDC connectivity 
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833 expansion box, with Bluetooth function, used to connect mobile phones for 

hands-free calls and microphone, should be planted in 833 boxes. 

 

 

4.6  Installation of TPMS module 

External module to be installed in the tire-valve 

 

4.7 Unloaded the gas cap of tire valve first 
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4.8 Remove the anti-demolition nut of TPMS module from packaging, 

 

4.9 Set Anti-demolition in gas mouth first and the screw thread of the nuts should be 

out- forward. 
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4.10 Pay attention to tightening TPMS module twist to the gas mouth 

 

4.11  Tightening TPMS module, will be demolished nuts-and around the teeth and put 

the tooth TPMS module 

 

4.12  Tightening Screw of Anti-demolition Nuts with Allen key. 

 


