
Installing Guide For E8039 Lexus IS300 
The original main unit and the tools for the disassembly. 

 

1.Using the steel needle to loosen the buckle,then prize up the wind letout by the plastic 

knife and the steel needle. 

 

2.Take out the wind letout, then unplug the attaching plug. 

 

3.Loosen the screws of the main unit. 



 

4.Take off the decorate bar on the both sides. 

 

5.Loosen the gear shift,then take out the decorate board of the gear. 

 

6.Unplug the attaching plug,then loosen the screws of the cigar lighter. 

 

7.After loosen the screws of the cigar lighter,unplug the plug of the cigar lighter. 



 

8.Loosen the screws of the main unit. 

 

9.Take out the main unit,unplug the attaching plug of the pilot lamp. 

 

10.Loosen the screws of the bracket. 

 

11.Take out the main unit lightly by your hands. 



 

12.Prepare for the installation of the FLYAUDIO main unit. 

 

13.Fixing the screws of the main unit bracket.And see the special cables for the special 

car. 

 

14.Connect the special cables. 

 



15.Connect the special output cables of the audio. 

 

16.Embed the main unit into the housing lightly after fixing the special cables well. 

 

17.Fixing the screws of the main unit,then connect the power cable of the wind letout. 

 

18.Fixing back the wind letout well. 

 



19.Connect the power cable of the cigar lighter,then fixing the cigar lighter well. 

 

20.Fixing the screws of the cigar lighter,connect the power calbe of the gear decorate 

board. 

 

21.Fixing back the gear decorate board well,then also fixing decorate bar well.  

 

22.After fixing the decorate bar ,fixing back the gear shift well. 

 



23.The view of the FLYAUDIO entertainment system starting,and the main function 

interface.. 

 


